ADSORPTION DEHUMIDIFIERS CE

ASE 200-ASE 300-ASE 400
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ASE 200

® (Operation temperature range: -10 to +35°C

e No gas, N0 compressor

® (Casing made of stainless steel and powder coated
sheet steel

e High-performance ECODRY G3-rotor for maximum
water absorption

®  One common fan for process and regeneration air

ASE 300 ® (Comfortable handle for easy transport -
® The rotor unit is easy to remove for cleaning purposes
® Energy-efficient radial fan
® Dynamic, safe and self-requlating PTC heating element
® Built-in hygrostat (ASE 200, ASE 300)
® Hour counter
® Stackable whilst in operation

ASE 400

Optional accessories

Regeneration air outlet
Thermaflex hose 80mm
ASE 200, ASE 400
6000-0004

Thermaflex hose 100mm

e T 5 ASE 300
N 6000-0000

Dry air outlet

Superflextract hose Spare filter

50mm ASE 200 - 5107-0005
ASE 200, ASE 300

ASE 300 -5107-0011

Thermaflex hose 125mm 6000-0003 ASE 400 - 5107-0073

ASE 400

6000-0012
Specifications Units ASE 200 ASE 300 ASE 400
Capacity (20°C/60% RH) kg/24h 18.75 257 36
Air volume — dry air/regeneration air m?/h 210/110 300/110 480/185
Ext. pressure — dry air Pa/m*/h 210/150 300/150 100/465, 150/406, 200/350
Ext. pressure — regeneration air Pa/m*/h 110/50 110/50 100/172,150/155,200/128
Operating temperature range °C -10- 435 -10-+35 -10-+35
Operating humidity range % 10-95 10-95 10-95
Nominal power consumption W 694 1040 1890
Power supply V/Hz 230/1ph/50 230/1ph/50 230/1ph/50
Sound level dB(A) 48 57 60
Duct sizes:
Dry air outlet @mm 1x800r2x50 1x1000r2x50 1x125
Regeneration air outlet dmm 80 80 80
Product size (h x w x d) mm 285 x 290 x 395 370 x 335 x 430 510 x 395 x 560
Box size (h x w x d) mm 330 x 340 x 430 410 x 390 x 490 490 x 430 x 630
Net/gross weight kg 14/16 18/20 25/28.5
Pallet pcs 20 16 8
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