A225 CH

BITIMEC

SPEEDY WASH A225, COMPLETAMENTE
AUTONOMA, FACILE DA GUIDARE

Motore diesel o benzina, avviamento manuale,
trazione oleodinamica.

Comandi manuali.

Sistema brevettato, con ruota di trazione
posizionata al centro della base, permette la
sterzatura fulcrata in coincidenza dell'asse della
spazzola, lavorando senza difficolta gli spigoli
esterni del veicolo

SPEEDY WASH A225, IS THE PERFECT
MACHINE FORTOUGH, 24/7 OUTDOOR
OPERATION.

Available with manual start gasoline or diesel
engines, this model has hydrostatic traction,
turn on dime. Hidraulic oil also drives the water
pump and brush.

A custom trailer allows distributors and contact
washers to transport this and other suitably
equipped Speedy Wash models to be used for

demos or contract cleaning in a customers’s lot.

Set up (or do) time is 5 minutes fast!

A225 CH

DIMENSIONI - DIMENSIONS

Lunghezza totale (A) - Overall Length(A) mm 1390
Altezza minima lavaggio (B) - Minimum washing height (B) mm 300
Larghezza totale (C) - Overall widht (C) mm 1100
Altezza lavaggio (D) - Washing height (D) mm 4100
Altezza totale con spazzola standard (E) - Overall height with standard brush (E) mm 4200

CARATTERISTICHE TECNICHE- TECHNICAL SPECIFICATIONS

Alimentazione - Power supply

Benzina - Gasoline

Potenza motore termico - Engine power KW 4,5
Alimentazione trazione - Traction power supply Idraulica - Hydraulic
Alimentazione rotazione spazzola - Brush rotation power supply Idraulica - Hydraulic
Inclinazione spazzola- Brush inclination (OPTIONAL) Gradi/Degrees 0-10
Peso a vuoto - Weight empty Kg 420
Peso a pieno carico - Weight loaded Kg 900
Diametro spazzola standard - Standard brush diameter mm 1030
Diametro spazzola XL - XL brush diameter (OPTIONAL) mm 1220
Capacita serbatoio acqua - Water tank capacity L 370
Giri spazzola - Brush revolutions minute RPM 100
Velocita lavaggio - Washing speed m/min 20
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